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General Information 
Sponsor 
Again, the Rocky Mountain Section of the Soci­
ety for Applied Spectroscopy extends a warm wel­
come to all conferees, confident that the program 
offered wi l l be diverse and comprehensive, and 
hopeful that it wi l l prove to be of value to everyone 
attending. This year, the program ha been oriented 
around a "sympos ia" concept, wi th selected topics 
assigned to several sessions. We hope you' l l f ind 
this useful in planning your attendance and part ic i­
pation, and we invite your comments for its im­
provement. 
Also new in concept this year isthe social event, 
wh ich wil l be held at Central City (Blackhawk). We 
have arranged transportat ion for those of you wish­
ing to attend, and we hope to see you all there. 
Registration 
Registration wil l be at the head of the stairs, on 
the mezanine f loor, (old bldg) and wil l be available 
throughout the conference. Checks should be made 
payable to the Rocky Mountain Sect ion, Society for 
Appl ied Spect roscopy (RMS-SAS). Regist rat ion 
badges wi l l be necessary for admission to all ses­
sions. Registration fees are as fo l lows: 
All conferees (except students) $15.00 
Con fe rence p lus SAS m e m b e r s h i p ( i n c l u d i n g 
journal) $30.00 
Students (full t ime) $3.00 
Abstracts wil l be available at registration. 
Accommodations 
The Brown Palace Hotel has a number of rooms 
reserved fo r the conference. Other nearby hotels are 
the New Albany, Cosmopol i tan, and Hilton. 
Conference Social 
This year, the dinner wi l l be held at the Black 
Forest Inn in Blackhawk, August 6, at 7:30 p.m. Fol­
lowing the dinner and presentat ion of the Out­
standing Service Award, there wil l be an opportuni ty 
for everyone to absorb some of the local culture. A 
choice of menu wil l be offered wi th an anticipated 
average charge of $7.00 per person. Transportat ion 
to and f rom Blackhawk wil l be provided for those 
who desire it for a modest fee of $2.00. 
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Outstanding Service Award 
This year, the Rocky Mountain Section is pres­
ent ing its annual service award to N. Cyril Schieltz, 
ret i red Co lorado Schoo l of Mines Professor of 
Chemistry, and past chairman of the RMS-SAS. The 
presentation wil l be made at the Black Forest Inn. 
Exhibits 
C u r r e n t s ta te -o f - the -a r t i n s t r u m e n t s and 
equipment wi l l be on dispaly outside the audi tor ium. 
Exhibi tors are: 
• Analytical Development Associates Corporat ion 
• Beckman Instruments 
• ORTEC 
• Canberra Industries • Buhrke Co. 
• Diano Corporat ion • Lear Siegler 
• Kevex Corporat ion • US Geological Survey 
• Scienti f ic Resources, Inc. 
• Wilks Scientif ic Corporat ion 
• Technical Equipment Corporat ion 
Coffee Breaks 
Refreshments for scheduled recesses wi l l be 
furnished courtesy of Van Waters and Rogers and 
Varian Instruments. 
DRI X-Ray Conference 
The 23rd Annual Denver Conference on Appl i ­
cations of X-Ray Analysis wil l be conducted at the 
hotel August 7, 8, and 9. For addit ional informat ion 
contact C.O. Ruud, Metallurgy and Materials Sci­
ence Division, Denver Research Institute, University 
of Denver, Denver, Colorado 80210. Telephone: 
(303) 753-2141. 
Inquiries 
For addi t ional in format ion on the RMS-SAS 
Conference, address inquir ies to : Roland R. Man­
n ing , Ball Brothers Research Corpora t ion , Box 
1062, Boulder , Co lo rado , 80302, or ca l l : (303) 
441-4529. 
Conference Schedule 
All morning sessions wil l begin at 9:00 and af­
ternoon sessions at 1:30. 
Monday Morning — General 
9:00 Welcoming Remarks 
Steve Valente, 1974 RMS-SAS and Session 
Chairman, Regis College, Denver, Colorado. 
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9:10 (1) Comparison and Discussion of Chemical 
and Mineralogical Data from Four Laboratories 
D. B. Roberts, Geological Consultant, Denver, 
Colorado. 
The practical aspects of the use of analytical 
data frequently involve the comparison of laboratory 
results obtained by different methods, by different 
methods, by different laboratories, and over sig­
nif icant periods of t ime. The investigator is faced 
with the necessity of selecting the best or most likely 
value from several analytical results. This selection 
must normally be made on the basis of less informa­
t ion than would be desired in the ideal case. 
Mineralogical data obtained by X-ray diffrac­
t ion, and elemental data obtained by X-ray f luores­
cence, atomic absorpt ion, and optical emission are 
presented as examples of typical si tuations in data 
treatment and interpretat ion. Discussion and com­
ment are invited, recognizing that in some cases 
more work would have been necessary to resolve 
the observed discrepancies, and such addit ional 
analytical work was not economical ly just i f ied in this 
case. 
Missing data points and "less t h a n " values are 
handled differently for different elements. In averag­
ing data, equal weight is normally given to each of 
the available values, but in some cases the result 
f rom one analytical method is favored over that f rom 
another. 
9:30 (2) Interferometry and Low Frequency Vibra­
tions 
Ernest Tuazon and W. G. Fateley, Department of 
Chemistry, Kansas State University, Manhat tan, 
Kansas, and A. S. Manocha, Department of Chemis­
try, University of Maryland, College Park, Maryland. 
Fourier Transpose Spectroscopy (FTS) is now 
making a great impact on the measurement of the 
infrared region and very especially the far infrared 
(i.e. below 200 cm" 1 ) . Data wil l be presented on the 
measurement of samples by FTS. A descript ion of 
the investigation of torsional frequency, those vibra­
t ions below 400 c m - 1 , and their relation to a new 
chemical parameter, similar to the Hammel sigma 
wil l be presented. 
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9:50 (3) Selectivity in Inorganic Probes for the 
Analysis of Nucleic Acids 
I. T. Urasa and C. M. O'Donnel l , Department of 
Chemistry, Colorado State University, Fort Coll ins, 
Colorado 
The use of phosphor imetry as an analyt ical 
technique has, in the past few years, proved to be a 
powerful technique part icularly in the analysis of 
t r ace q u a n t i t i e s of o r g a n i c and b i o l o g i c a l 
molecules. 
Iodide, as an external heavy ion, and silver, as an 
internal heavy ion, have been util ized as probes by 
Lukasiewicz et al. (1) and Rahn et al. (2), respec­
tively, in the analysis of nucleic acids and other or­
ganic molecules particularly those of biological in­
terest. Such inorganic probes have been found to 
produce signif icant enhancement in phosphores­
cence intensity and a corresponding reduct ion in 
p h o s p h o r e s c e n c e l i f e t imes of the e x c i t e d 
molecules. (3,4) 
This paper wi l l be concerned w i th the use of 
silver, mercury and gold as inorganic probes for the 
analysis of nucleic acids and related bio logical 
compounds. We wil l demonstrate that t remendous 
sensitivities and /o r selectivities can be achieved if 
such probes are coupled w i th other parameters 
such as the pH of the system. 
References 
(1) Lukasiewicz et al., Anal. Chem., 40, 963 (1972). 
(2) Rahn, et al., Photochem. Photobiol. 18, 29 (1973). 
(3) G.D. Boutilier and C. M. O'Donnell, Submitted for publication, Anal. 
Chem. (1974). 
(4) R.E. Sheridan, C M . O'Donnell and E.L Pautler, Anal. Biochem. 52,657 
(1973). 
10:10 (4) Circular Dichroism of Tetracycline Com­
plexes 
E. C. Newman and C. W. Frank, Department of 
Chemistry, University of Iowa, Iowa City, Iowa, 
52242. 
Because the mode of act ion of the tetracycline 
family of ant ibiot ics has been established as involv­
ing the metal ion complexes of these compounds, 
the study of these complexes has been the subject of 
numerous invest igat ions. The complexes of tet­
racycline and related compounds w i th : Al**"3, B + 2 , 
C a 4 2 , C d + 2 , C o + 2 , Fe* 2 , M g * 2 , M n + 2 , N i + 2 , Sr+ 2 , A n * 2 , 
and other metal ions have been studied, either by 
analysis of the isolated chelates or by direct obser­
vat ion of the complexes using pr imar i ly poten-
t iometry, uv-visible, or f luorescence spectrometry. 
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The conclusions derived f rom these investigations 
are often conf l ict ing both as to the stoichiometry of 
the complexes and the complexat ion sites. 
In t h i s s tudy t he d e t e r m i n a t i o n o f t he 
stoichiometry and the b inding sites of the tetracyc­
line complexes which have the most biological im­
portance, are d iscussed. Modif ied tet racycl ines 
were prepared which had a blocked site (or sites) 
and the metal ion complexes of these compounds 
were then studied by spectrometr ic techniques, par-
t iculari ly circular d ichroism. The CD spectra were 
used to determine whether a part icular modif ied 
tetracycline, blocked at a certain site, stil l formed a 
complex and if that complex was similar to that of 
tetracycl ine. 
10:30 Coffee Break 
10:50 (5) Effect of Hydrogen-Bonding on the 
Emission of N-Heterocyclic Compounds 
Thomas S. Spencer, Robert L. Cunico, and C. 
Michael O'Donnell , Department of Dermatology Re­
search, Letterman Army Institute of Research, San 
Francisco, California. 
The total emission spectra of hydrogen-bonded 
N-he te rocyc l i c c o m p l e x e s of ca rbazo le w i t h 
quinol ine or isoquinol ine have been studied. Both 
quinol ine and isoquinol ine at 2 X 10" 3 M completely 
quench carbazole emission in non-polar solvents, 
but not in polar solvents. Stern-Volmer plots indi­
cate a 1:1 complex of donar:acceptor. The tr iplet 
l i f e t imes of c a r b a z o l e and the f l u o r e s c e n c e -
phosphorescence ratios for carbazole were deter­
mined. The mechanism for quenching is related to 
radiat ionless deact ivat ion processes rather than 
energy transfer fo l lowed by emission f rom the ac­
ceptor. 
11:10 (6) Tryptophane Emission as an Intrinsic 
Environmental Probe of Human Skin 
Robert L. Cunico and Thomas S. Spencer, De­
par tment of Dermato logy Research, Let terman 
Army Institute of Research, San Francisco, Califor­
nia. 
Stratum corneum, the th in outer layer of the 
skin, represents the principal barrier to penetration 
of substances into the body. The f luorescence and 
phosphorescence spectra of human stratum cor­
neum have been studied in vitro. The spectra and 
lifetimes are characterist ic of tryptophane residues 
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in intracellular proteins. Spectra of t ryptophane in 
solut ion wi th P, OH" , and FP are compared to the 
emission of t ryptophane residues wi th in the stratum 
corneum. When substances such as P are al lowed 
to penetrate the sk in , changes in the emission 
spectra indicate changes in the microenvironment of 
t ryptophane residues. These changes are related to 
the degree to which the substance has penetrated 
the protein macromolecule. 
11:30 (7) Flame Spectroscopy Applied to High-
Intensity Continuous Combustion with NOx Forma­
tion 
P. C. Malte, Department of Mechanical En­
gineering, Washington State University, Pullman, 
Washington, 99163. 
Flame spectroscopy, as a diagnost ic, has lead 
over the years t o an u n d e r s t a n d i n g of one -
dimensional f lame structure and reaction kinetics. 
On the other hand, cont inuous combust ion, with 
recirculat ion of burned gases and turbulent mix ing 
for stabi l ization, has until very recently received 
scant spectroscopic at tent ion. 
To fil l this void, a few investigators have initiated 
f lame spectroscopic measurements in cont inuous 
combust ion reactors employing high-intensity re­
circulat ion and mixing. Impetus for th is recent re­
search has been the kinetics of pol lutant format ion 
and decomposi t ion, part icularly for ni t rogen oxides 
"NOx" . 
In our initial work, a special jet-stirred combus­
t ion reactor (f igure 1) f i tted wi th opt ical access sap­
phire w indows has been used. Gas radiation was 
focused on the entrance slit of double pass prism 
monochromator f i t ted w i th a 1P28 photomult ipl ier. 
With near-sonic feed-jets of co ld, premixed fuel (H 2 , 
CO, o r CH 4 ) and a i r , t he reac to r gave near-
homogeneous volume burning wi th nearly uni form 
temperature and composi t ion. Local f lames were 
not observed because of the intense mixing. 
by observing and measuring chemiluminescent 
emission in the range 3000 to 6000A, it has been 
possible to study at the fuel-lean condi t ions the ef­
fect on NOx format ion of active pyrolysis and com­
bust ion intermediates such as O-atoms and Ch-
radicals. The experiments were aided by gas sampl­
ing for CO and NOx and by thermocouple tempera­
ture measurements . Super -equ i l i b r i um O-atom 
concentrat ions were determined by direct spectros­
c o p i c m e a s u r e m e n t of " b l u e " c o n t i n u u m 
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chemiluminescence due to C O + 0 — C 0 2 + h v . The 
O-atom measurements explained NOx format ion 
only for CO/a i r combust ion (figure 2 and 3), strong 
chemiluminescence due to the CH (0,0) band at 
4315A was also moni tored. A strong correlat ion be­
tween CH emission intensity and NOx concentrat ion 
was observed. 
Discussion of this new appl icat ion of known 
and routine f lame spectroscopy wil l hopefully st imu­
late further and more sophisticated optical d iag­
noses of high-intensity cont inuous combust ion. 
11:50 (8) Second Derivative Spectra of AsH3, PH3, 
and SbH3 in the Region of 1950-2200 A 
Victor T. Jones, Geophysical Laborator ies , 
Houston, Texas, and A. M. Garcia, Lear Siegler, Inc., 
Englewood, Colorado, 80110 
Previous work on the spectra of AsH 3 , PH 3 and 
SbH 3 indicate three diffuse bands for PH 3 in the 
region 200-240 nm. In the case of SbH 3 and AsH 3 only 
cont inuous absorpt ion has been observed in the 
region 1900-2400. 
This paper wi l l discuss the second derivative 
absorption bands of PH 3 , AsH 3 and SbH 3 . in all three 
cases sharp second derivative bands emerge f rom 
the absorption cont inuum. The use of these bands 
for identif ication and measurement of these com­
pounds wil l be discussed. 
12:10 (9) Spectrophotometric Determination of 
Nitrate with 4,4'- Diaminodiphenylsulfone 
W. I. Winters, Atlantic Richfield Hanford Co., 
Richland, Washington. 
Nitrate reacts wi th 4,4'-diaminodiphenylsulfone 
(DDS) in concentrated sulfuric acid to form a yel low 
dye whose absorbance at 410 nanometers has been 
used for the spectrophotometr ic determinat ion of 
nitrate in synthetic nuclear waste. The opt imum 
sample volume and sulfuric acid and DDS concent­
rations for co lor development were determined. 
Twenty-three potential interfering ions were studied 
and their tolerance l imits measured. Sodium hyd­
roxide, acetic acid, and urea did not seriously inter­
fere even at high levels. The effect of nitrite on the 
de te rm ina t i on of n i t ra te was es tab l i shed and 
methods to destroy nitrites in acidic and basic media 
using urea are described. Even though a method for 
the total removal of nitrite was not found, a techni­
que for measuring nitrate in the presence of five 
times more nitrite is discussed. Halide interference 
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is removed by the addi t ion of silver sulfate. The 
method has a molar absorptivity of approximately 
2400 liter mo le " 1 c m " 1 . The method has been used to 
analyze synthetic nuclear waste and has a standard 
deviation of ±7.3 percent at the 100yug nitrate level 
and ±2.4 percent at nitrate levels greater than 200/«g. 
12:30 Lunch 
Monday Afternoon — Mass Spectrometry 
1:30 Opening Remarks 
Jim H. Weber, Session Chairman, U.S. Bureau 
of M ines , Laramie Research Center , Laramie , 
Wyoming. 
1:40 Keynote Address: An Overview on the 
Growth and Development of Mass Spectrometry 
G. L Cook, U.S. Bureau of Mines, Laramie Re­
search Center, Laramie, Wyoming. 
2:00 (10) Applications of GC-MS to Problems in 
Clinical Research 
S. P. Markey, Department of Pediatrics, Univer­
sity of Colorado Medical Center, Denver, Colorado, 
80220. 
Over the past 6 years, a GC-MS computer sys­
tem has been applied to problems in cl inical re­
search — principally, the analysis of inborn errors of 
metabol ism. A descript ion of the design and con­
struct ion of this system wil l be presented along wi th 
examples of its abil ity in the diagnosis of unknown 
neurological disorders. 
2:20 (11) Optically Modified Mass Spectra of C 0 2 
A. B. Denison, B. A. Osterlitz, J . Phillips, De­
partment of Physics, University of Wyoming, and J . 
H. Weber, U.S. Bureau of Mines, Laramie Energy 
Research Center, Laramie, Wyoming. 
A large enhancement of the C 0 2 + peak intensity 
is observed upon optical irradiat ion of the ionization 
chamber in our t ime-of-f l ight mass spectrometer. 
For moderately low sample pressures, the beam 
f rom a 250-watt Hg lamp is able to increase the CO 2 
peak intensity by a factor of two for an electron 
impact energy of 60 eV. We report the systematic 
observation of the C O 2 * peak intensity as the optical 
excitat ion is scanned in frequency for a series of 
electron impact energies. With th is technique one is 
able to obtain detailed informat ion about energy 
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levels which are of importance in the ionizat ion pro­
cess of CO 2 . 
2:40 Coffee Break 
3:00 (12) Mass Spectra Aided Structural Elucida­
tion of an Amino Acid Amide and Synthetic 
Oligopeptides 
Dominic M. Desiderio, Institute for Lipid Re­
search and Marrs McLean Depar tment of B io­
chemistry, Baylor College of Medicine, Houston, 
Texas, 77025. 
Mass spectra of a series of stable isotope deriva­
tives aided a structure elucidation study of an amino 
acid amide (Tyr-NH2) and the fol lowing family of 
synthetic ol igopept ides: Gly-Try-NHa, Gly-Gly-Tyr-
NH2, Gln-Gly-Gly-Tyr-NHa, Gln-Gln-Gly-Gly-Tyr-NH2, 
Ala-Gln-Gln-Gly-Gly-Tyr-NH 2, Ser-Ala-Gln-Gln-Gly-
Gly-Tyr-NH a andLys-Ser-Ala-Gln-Gln-Gly-Gly-Try-
NH2. This series of peptides was synthesized by 
classical methods. N, O-permethylated, N-acetylated 
derivatives were synthesized to provide sufficient 
volatility for mass spectrometry. Various combina­
tions of stable isotope derivatives (CHjCO + CH 3 l 
CD 3CO + CH 3 , CH,CO + CD d , CD^CO + CD-,) con­
firmed proposed fragmentation pathways and cor­
roborated hypothetical ion structures. This family 
of o l igopept ides corresponds to the C-terminus 
of scotophobin. To date, nobody has synthesized 
such a family of ol igopeptides and a combinat ion of 
stable isotope derivatives, recorded and examined 
mass spectra of the derivatives, correlated fragmen­
tat ion patterns and cor robora ted proposed ion 
structures. Such a study is necessary in order to 
provide a f i rm foundat ion to understanding the 
e lec t ron i m p a c t - i n d u c e d f r a g m e n t a t i o n s and 
rearrangements of derived ol igopeptides. Under­
standing these processes facilitates the structural 
e luc ida t ion of u n k n o w n pept ides of b io log ica l 
origin. 
3:20 (13) Some Recent Applications of Spark 
Source Mass Spectrometry to Environmental 
Studies. 
R. Brown and K E. Taylor, Accu-Labs Research, 
Inc., Wheatridge, Colorado, 80033. 
Increased exploi tat ion of the earth's natural re­
sources in the West has resulted in an upsurge of 
investigations into the impact of combust ion of fos-
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sil fuels on the environment. The increase in the use 
of previously uncharacterized fossil fuels necessi­
tates an examinat ion of the potential ly hazardous 
trace elements indigenous to the fuel. The authors 
have expended considerable efforts in the examina­
t ion of fuels wi th an emphasis on coal, and shale 
oils, naturally the known toxic trace elements such 
as mercury, thal l ium, cadmium, arsenic, selenium, 
etc., have demanded special at tent ion. A descript ion 
wil l be given of the method of analysis and results 
obtained. A descr ipt ion of the analysis of biological 
t issue wil l be given to i l lustrate the effects of envi­
ronment on human tissue. 
3:40 (14) Polar Constituents Isolated from Green 
River Oil Shale. 
D. E. Anders, F. G. Doolit t le, and W. E. Robinson, 
U.S. Bureau of Mines, Laramie Energy Research 
Center, Laramie, Wyoming, 82070. 
The oil shales of the Green River Formation of 
Colorado, Utah and Wyoming are a vast, potential 
energy source. Numerous investigations of these 
carbonaceous deposi ts have been made by the 
Bureau of Mines, academic departments, research 
centers and petroleum laboratories in an effort to 
effectively uti l ize this sedimentary material as a 
fuel source. Research concerned wi th the charac­
ter izat ion of the organic material ind igenous to 
Green River shale has, in the past decade, produced 
dozens of articles. Most of these articles have fo­
cused on the nature, d ist r ibut ion and /o r the post-
deposit ional fate of the carbonaceous materials de­
posited in this sedimentary rock. 
In spite of numerous articles describing the or­
ganic composi t ion of Green River shale, few studies 
have ventured more than a cursory look at com­
pound types other than hydrocarbons, amino acids, 
fatty adics and fatty alcohols. This is particularly true 
o f the heterocycl ic structures. Heterocyclic compos­
it ional types shown to be present in Green River 
shale include carbohydrates, porphyrins, and cer­
t a i n n i t r o g e n o u s c o m p o u n d t ypes s u c h as 
quinol ines, tetrahydroquinol ines, pyridines and in­
doles. 
This report interprets the mass spectrometr ic, 
infrared absorpt ion and nuclear magnet ic reso­
nance data for 24 compounds obtained f rom a polar 
f rac t ion of Green River shale. The major con ­
stituents analyzed are believed to be o f the fo l lowing 
compos i t iona l types: CnHxa-d O (cyc lohexanols 
and chain isoprenoid ketones), C*Hin-io O (tet-
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ra lones) , C*H*n-i NO* ( h y d r o x y p y r r o l i n e s ) , 
CnI-U-5 NOi(maleimJdes), C n H a ^ N ( tetrahydro-
quinolines), C^H i r , . M N (quinolines), C v , H ^ - 8 (tetra-
lins), CflHa*-/^(naphthalenes) and Cy, H 7 n . / + ( b e n z y l -
benzenes). This work expands the present infor­
ma t ion abou t n i t r o g e n , oxygen and a roma t i c 
constituents indigenous to Green River shale. 
4:00 (15) Terpane and Sterane Released from 
Kerogen by Pyrolisis GC-MS 
E. J. Gallegos, Chevron Research Company, 
Richmond, California, 94802. 
Analysis by pyrolysis GC-MS and GC-MS of the 
pyrolysate of solvent-extracted Green River shale 
showed pyrolytic release of many identif iable ter-
panes and steranes, some of which are known pres­
ent in the extractable oil f rom this shale. These in­
clude among others gammacerane, 17a H hopane, 
and C 2 7 , C 2 8 , and C 2 9 , 5<x- and 5^-cholestane, ergos-
tane and stigmastane, respectively. 
4:20 (16) Mass Spectroscopic Investigation of 
Biologically Significant Saturate Fractions of Pe­
troleum 
F. D. Guffev and J. H. Weber, U.S. Bureau of 
Mines, Laramie Energy Research Center, Laramie, 
Wyoming. 
Hydrocarbon fract ions of petroleum boi l ing be­
tween 400 to 600° C are felt to be most representative 
of the primodial material of petroleum. The saturate 
hydrocarbon fract ions being the most characterist ic 
class of compounds f rom an oil were investigated by 
high- and low-resolut ion mass spectroscopy. Four 
separate oils, each divided into two disti l late frac­
t ions (370 to 535° C and 535 to 675° C), were studied. 
The compound types present in each fract ion as 
defined by z-number and carbon-number range are 
compared. The b io logica l s igni f icance of these 
compound types in relation to the or igin of pet­
roleum is discussed. 
Tuesday Morning — Atomic Absorption and Emis­
sion 
9:00 Opening Remarks 
Rodney K. Skogerboe, Session Chairman, Col­
orado State University, Fort Collins, Colorado. 
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9:10 (17) A Microsampling Cup System for Deter­
mining Less Volatile Elements by Atomic Absorp­
tion Spectrometry 
D. Mitchel l , M. Kahl, A. Ward, K. Jackson, and K. 
Aldous, New York State Department of Health, Divi­
sion of Laboratories and Research, Albany, New 
York. 
Th issytem is built up f rom a slot burner wi thout 
a nebul izat ion chamber, cup and enclosed ceramic 
absorp t ion tube. L iquid or homogenized t issue 
sample for analysis is pipetted into a cup, dr ied, and 
injected into a nitrous oxide-acetylene f lame. 
This system has a number of important advan­
tages: 
(a) it extends the range of microsampl ing cup 
(Delves) analysis f rom volati le metals such as PB, 
Cd, Zn and Hg to metals such as Fe, Co, Ni and Cr. 
(b) w i th biological samples, matrix effects are 
substantially reduced. 
(c) the burner gives high gas exit velocity and 
has a low mixing volume. This substantial ly reduces 
the probabil i ty of f lashback, and the severity of any 
f lashback. 
Analytical data for the determinat ion of iron in 
serum wil l be presented. 
9:30 (18) A Study of Two Atomic Absorption 
Methods for the Determination of Sub-microgram 
Amounts of Arsenic and Selenium 
Brick B. Mesman and Thomas C. Thomas, USAF 
Environmental Health Laboratory, McClellan AFB, 
Cali fornia, 95652. 
Arsenic and selenium analyses by the most 
commonly used wet chemical methods provide re­
sults down to microgram levels but have many 
drawbacks. Not only do these methods involve tedi­
ous procedures, but they somet imes uti l ize ap­
paratus which is expensive, fragile, and dif f icul t to 
clean after analysis. In the arsenic analysis, the sol­
vent is pyridine, wh ich , used on a frequent basis and 
under careless condit ions, could lead to detr imental 
effects on the health of the analyst. 
The determinat ion of arsenic and selenium by 
conventional atomic absorpt ion spectrometry does 
not come close to prov id ing the required sen­
sitivities most commonly desired in analyzing wat­
ers, soils, and biological materials. However, in re­
cent years, accessories have been developed which 
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when coupled to atomic absorpt ion systems, pro­
vide results down to submicrogram levels for these 
elements. In our laboratory two such accessories 
are available; the Perkin-Elmer Heated Graphite 
Electrode and the Fisher Trace Metal Analyzer. 
Since one involves a f lame and the other a flameless 
operat ion, both were compared in our study for 
common inter ferences, detec t ion l imi ts, coef f i ­
cients of variation i n analyses and ease of operat ion. 
9:50 (19) Application of Atomic Absorption Spec­
troscopy to Trace Element Analyses in Plants 
W. G. Schrenk, Chemistry Department, Kansas 
State University, Manhattan, Kansas. 
This paper wi l l focus attention on the methods 
used to develop atomic absorpt ion procedures for 
use in the determinat ion of trace elements in plant 
tissue. 
The d e v e l o p m e n t of any new m e t h o d s of 
analysis fo l lows a certain sequence of events such 
as are included in the fo l lowing out l ine. 
A. Preliminary investigations 
1. Need for a new method 
2. Criteria for selecting the technique 
a. detect ion l imits 
b. interference problems 
B. Development of the method 
1. typical cal ibrat ion curves 
2. operat ing parameters 
3. sample preparation 
4. statistical evaluation 
5. comparison wi th exist ing methods 
C. Appl icat ion of the method 
1. evaluation by other laboratories 
2. standardizat ion of the technique 
3. collaborative study 
4. acceptance of the method 
The steps involved in the development of a new 
method of analysis, as given in the above out l ine, 
w i l l be i l l us t ra ted w i t h e x a m p l e s f r o m our 
laboratories. 
10:10 (20) Determination of Copper, Iron and 
Cadmium in Plant Materials by Atomic Absorption 
Spectroscopy 
Duane Boline and W. G. Schrenk, Chemistry 
Department, Kansas State University, Manhatten, 
Kansas, 66056. 
A method of quanti tat ive determinat ion of cop-
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per, i ron and cadmium in grain that does not require 
concentrat ion enhancement by complexat ion and 
extract ion is proposed. The use of a methanol-water 
solvent system increases the sensitivity for the met­
als by a factor of 1.5 or greater over an aqueous 
solut ion. 
Opt imum instrumental parameters are reported 
using a Jarrell Ash 82-500 MVAA wi th a premix lami­
nar f low burner, and an acetylene-air f lame. 
Wet and dry ashed samples of corn, alfalfa and 
soybeans are analyzed by the proposed method and 
the results compared wi th values obtained by stan­
dard A.O.A.C. color imetr ic methods. 
10:30 Coffee Break 
10:50 (21) Another Look at Sample Solution Tech­
niques for Analysis of Rocks by Atomic Absorption 
O. Karmie Galle, University of Kansas, Lawr­
ence, Kansas,66044. 
The fusion of sil icate and carbonate rocks with 
l i thium meta-borate as a means of sample solution 
for atomic absorpt ion analysis has been reported in 
the literature. The abil ity to obtain consistent results 
for the analysis of sil ica and a luminum in concentra­
t ions above 70% have not always been successful 
when using this technique. This report deals with 
some var ia t ions of the repor ted methods. Am­
monium nitrate is added to the fusion mixture and 
the fusion is carried out in graphite crucibles. The 
molten fusion is added directly to 50ml of H 2 0 con­
taining 5ml HCI. The fusion button is then brought 
into solut ion in about 15 minutes. Interferences by 
Si, Al, and Ti are also reviewed. A descript ion of how 
the use of large di lut ion factors and the lower por­
t ion of the standard curve statistically improve the 
precision of analytical results is included. Statistical 
evaluation of all data wil l be presented. 
11:10 (22) The Determination of Several Elements 
in Samples from a Filter Bed of Sewage Sludge by 
Optical Emission Spectrography 
Truman C. Waugh, Kansas Geological Survey, 
University of Kansas, Lawrence, Kansas, 66044 
A 1.5 Meter Wadsworth Mount Spectrograph is 
used wi th commercial semi-quantitative standards 
in a routine optical emission spectrographic exami­
nation of sewage sludge. Several problems encoun­
tered wil l be discussed. 
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11:30 (23) The Determination of Organic Lead 
Components in the Atmosphere by GC combined 
with OE Detection 
Brian Andreen, Research Corpora t ion , Min­
neapolis, Minnesota, P. L. Dick and R. K. Skogerboe, 
Department of Chemistry, Colorado State Univer­
sity, Fort Collins, Colorado, 80521.* 
Several procedures for the determinat ion of 
a lky I lead c o m p o u n d s in gaso l i ne by gas 
ch romatog raphy have been deve loped. A tmos­
pheric samples pose a more diff icult si tuat ion due to 
in ter ference f r o m the d iha l ide scavenger c o m ­
pounds and the requirement of h igh sensitivity. The 
use of a highly selective, sensitive optical emission 
detector for th is purpose wil l be described. 
* Research supported under NSF grant and by the Research Corporation 
11:50 (24) An Automated Background Correction 
System for a Direct Reading Emission Spectrome­
ter 
P. J. Lamothe and R. K. Skogerboe, Department 
of Chemistry, Colorado State University, Fort Col­
lins, Colorado, 80521. 
The development of an automated background 
correct ion system for a mult ichannel opt ical emis­
sion direct reading spectrometer provides a f lexibi l ­
ity that is impossible to achieve through the tradi­
t ional direct reader program circuits. Some of the 
unique advantages associated wi th such a system 
are: (1) background correct ion for each channel, (2) 
improved limits of detect ion, (3) extended intensity 
ratio measurements, (4) individual pre-burn and ex­
posure t imes for each channel, (5) abil i ty to perform 
t ime resolution studies. 
12:10 (25) Computerized Flame Spectrochemical 
Analysis 
M. Bonner Denton and M. W. Routh, Depart­
ment of Chemistry, University of Arizona, Tucson, 
Arizona. 
Many of t h e i n t e r a c t i o n s o c c u r r i n g in 
mult iparameter-dependent f lame spectrochemical 
systems can be investigated more ffectively th rough 
the use of interactive computer contro l . The deter­
mination of opt imum flame composi t ions, readout 
parameters, and area of the f lame viewed can be 
rapidly carried out for various elements by ut i l iz ing 
computer control techniques. Interference effects 
can be easily evaluated and often minimized. 
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A computer-control led f lame spectrometer wi l l 
be described for studying f lame processes. Consid­
erations into the design of such systems, including 
hardware and software requirements, wil l be pre­
sented as well as data f rom a number of recent 
studies. The relative merits of computer control wi l l 
be evaluated and contrasted to conventional tech­
niques. 
12:30 Lunch 
Tuesday Afternoon — NMR, X-Ray 
1:30 Opening Remarks 
Gary E. Maciel, Session Chairman, Department 
of Chemistry, Colorado State University, Fort Col­
lins, Colorado. 
1:40 (26) Nuclear Magnetic Resonance with Metal 
Nuclides 
Jerry L. Dallas and Gary E. Maciel, Department 
of Chemistry, Colorado State University, Fort Col­
lins, Colorado,80521. 
Pulse fourier t ransform techniques have been 
developed and applied in our laboratory to a variety 
of metal nucl ides in natural abundance samples. 
The general nature of these techniques wil l be pre­
sented in perspective with s imi lar techniques which 
have been applied to 1 H and 1 3 C. A brief summary of 
recent instrumental innovations wil l be discussed 
along wi th the relationship of these efforts to ex­
perimental investigations. Particular attention wil l 
be focused on developments in recent studies of the 
2 0 7 Pb and 1 9 5 Pt nuclides. Appl icat ions to the chemis­
try of l iquid and solid samples wil l be discussed. 
2:00 (27) The Application of NMR to Problems in 
Tetracycline Chemistry 
G. L. Asleson and C. W. Frank, Department of 
Chemistry, University of Iowa, Iowa City, Iowa, 
52242. 
The appl icat ion of nuclear magnetic resonance 
spectroscopy to problems in tetracycline chemistry 
has been l imited because the spectra obtained are 
fairly complex and the solubil i ty propert ies of tet­
racyclines limit the choice of solvents. However, nmr 
has been used to elucidate stereochemical and 
structural features, to determine microscopic dis­
sociat ion constants, and to monitor the kinetics of 
epimerizat ion at the 4-posit ion. 
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Both 1 H and 1 3 C nmr were employed in the inves­
t igat ion of tetracycl ine hydrochlor ide. A number of 
model compounds and modif ied tetracycl ines were 
used to facil i tate the assignment of signals in both 
the proton and carbon spectra. The appl icat ion of 
nmr to the determinat ion of the sites of metal ion 
complexat ion is also discussed. 
2:20 (28) Nuclear Magnetic Resonance Studies of 
Tissue Water Protons: Effects of DMSO on Ob­
served Line Widths 
Theodore I. Malinin and Ray L. Nunnally, Miami 
Veterans Administrat ion Hospital and University of 
Miami School of Medicine, Miami, Florida, 33152.* 
The physical state of water in iso lated rat 
myocardium has been examined by proton nuclear 
magnetic resonance (NMR). Isolated rate hearts 
were perfused th rough the aorta wi th a standard 
tissue culture medium and wi th standard medium 
containing various cryoprotect ive agents. Samples 
of left ventr icular myocardium perfused wi th media 
containing 15% dimethyl sulfoxide (DMSO), 10% 
polyvinylpyrrol idone (PVP, M.W. 50,000) and 10% 
D-glucose, were obtained at 1 min. and 30 min. 
post-perfusion. Addi t ional ly , tissue samples were 
also taken at the prescribed intervals and quick-
frozen by immersing in small vials in a dry ice-
acetone bath. The f rozen samples were subse­
quently thawed and analyzed by NMR. In all cases, 
line widths reported for water proton resonance in 
tissue samples varied b y ± 2 Hz for determinat ion of 
three-to-five specimens in each group. Al l spectra 
were obtained on Varian and Perkin-Elmer 60 M Hz 
instruments. 
For al l obse rved spec t ra , DMSO had the 
greatest effect on the observed line widths. In the 1 
min. myocardium samples, average line widths for 
DMSO perfused hearts were three t imes those ob­
served in the samples prepared wi th the standard 
perfusate, 60.0 Hz vs. 20.5 Hz respectively. In the 30 
min. samples a marked reversal of line width was 
observed for the DMSO perfusion when compared 
with the 1 min. sampled perfusion, 12.0 Hz vs. 60.0 
Hz respectively. In cmpar ison wi th non-frozen sam­
ples, line widths of frozen myocardium samples 
were narrowed by 10-20%, indicating probable cel­
lular damage and release of bound water. The initial 
broadening of the water proton line w id th in the 
DMSO perfused samples (non-frozen) taken at 1 
min. was not observed in the frozen samples taken at 
1 min. 
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A simple correlative study was made of the ef­
fect of DMSO on agar gels. A standard preparation 
of 2% agar in tr iply-disti l led water was made, and 
anotehr agar gel was prepared using 15% DMSO in 
disti l led water. The observed line widths were 8 Hz 
and 4 Hz respectively. 
These results tend to support the view that 
DMSO acts as a cryoprotective agent by dehydra­
t ion. This data also raises the possibil i ty that DMSO 
may be a useful solvent as a " p r o b e " for paramagne­
tic ions and magnetic field gradients wi th in tissue 
samples. Deuterated solvent and double resonance 
studies are currently in progress in this laboratory in 
an effort to further examine this potential use of 
DMSO as a tool in elucidat ing water interactions in 
biological systems by NMR. 
* Supported in part by ONR Research Contract N00014-67-A-0201-0016 
2:40 (29) Experiments Using a Parallel Plate 
Screen-Waveguide Stark Cell 
James E. Wollrab, Anderson, Wollrab and Wil­
son Attorneys At Law, St. Louis, Missouri, 63103. 
A microwave absorpt ion cell has been designed 
to permit the observation of rotational transit ions in 
f lowing reaction mixtures as a funct ion of distance 
f rom the point of ini t iat ion of the reaction. The 
waveguide consists of three paral lel f ine-mesh 
metall ic screens; the central screen is used to carry 
a Stark field similar to conventional microwave ab­
sorpt ion cells. The reaction f lows normal to the 
screen surfaces with the mesh of the screen opti­
mized to permit maximum transmission of the mic­
rowave field and min imum interference w i th the 
f low ing gas mix ture . The screen are unequal ly 
spaced to permit increased spatial resolut ion in 
those cases where discrete Stark lobes can be de­
tected on low J rotational lines. Several experiments 
wh ich util ize the characterist ics of this cell shall be 
descr ibed. 
3:20 (30) Determination of Trace Uranium in 
Plutonium by X-Ray Fluorescence Spectrometry 
W. I. Winters and S. G. Metcalf, Atlantic Richfield 
Hanford Co., Richfield, Washington. 
A method for the determination of trace levels of 
uranium (200/ug of U per gram of Pu) in plutonium 
oxide and plutonium nitrate used in fabrication of 
nuclear fuels has been developed. The method em­
ploys 0AM tr i-n-octyl phosphine oxide (TOPO) to 
separate the uranium from the plutonium and the 
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uranium content is measured by X-ray f luorescence. 
Plutonium oxide is dissolved in concentrated HCI 
and HF, and evaporated to dryness. The residue is 
dissolved with 2M NH aOH-HCI in AM HCI and AICI is 
added to c o m p l e x any res idua l f l u o r i d e . The 
NH2OH-HCI reduces the Pu(IV) to Pu(lll). After the 
plutonium reduction, the solut ion is allowed to cool 
to room temperature and 0AM TOPO in cyclohexane 
is used to extract the uranium. Plutonium nitrate so­
lutions are pipetted directly into the NH^OH-HCI solu­
t ion used for the reduct ion. The TOPO containing the 
uranium is mounted and dried on a paper pad and the 
uranium content is determined by X-ray fluorescence 
spectrometry. For p lu ton ium nitrate solut ions a 
thorium internal standard is useful. 
The relative standard deviation for the analysis of 
a plutonium oxide standard supplied by Los Alamos 
Scientific Laboratory as part of the quality assurance 
program for the Fast Flux Test Facility project was 8.9 
percent. Two other extraction systems, TOPO extrac­
tion from 2M NH^OH-HCI, in 2M HN0 3 and tr i isooc-
tylamine (TIOA) extraction f rom 2M NHpH-HCI in AM 
HCI, were studied. There advantages and limitations 
will be discussed. X-ray fluorescence permits the use 
of a faster separat ion of the uran ium f rom the 
p l u t o n i u m , t h a n the c o m m o n l y used spec­
t rophotometry methods and provides the required 
sensitivity, accuracy, and precision for analysis of 
plutonium used for fabrication of FFTF fuels. 
3:40 (31) Energy Dispersion X-Ray Fluorescence 
Analysis with a Siemens SRS-1 Crystal Spectrome­
ter 
Colin G. Sanderson and Norman Lutner, Health 
and Safety Laboratory, USAEC, New York, New 
York, 10014. 
The analysis of trace elements in environmental 
samples by wave leng th d i spe rs ion x-ray spec­
trometry is a slow and tedious procedure since each 
wavelength of interest must be measured sepa­
rately. Al though energy dispersion systems using 
Si(Li) x-ray detectors and mult ichannel analyzers 
have greatly increased the rate of data acquisi t ion, 
the crystal spectrometer is capable of providing for 
superior spectral resolut ion. Therefore, complex 
multi-element samples can best be resolved by a 
crystal spectrometer, whi le less complex samples, 
free of interferences f rom adjacent elements can be 
most eff iciently analyzed by energy dispersion. 
A large (80 sq. mm.), high resolution (175 ev 
FWNM at 5.9 KeV) Si(Li) detector has been inter-
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faced to a Siemens SRS-1 x-ray f luorescence crystal 
spectrometer. This detector, mounted atO° (2theta), 
is used independently o f the crystal, thereby produc­
ing a single instrument capable of both wavelength 
and energy dispersion x-ray f luorescence analysis. 
This paper wi l l describe the installation of the 
solid state Si(Li) detector in the Siemens spectrome­
ter, and compare the analysis of environmental 
samples such as air particulates on fi lter paper, air 
f i l ters and NBS standard reference materials (or­
chard leaves and bovine liver), by both wavelength 
and energy dispersion using a 3KW tungsten x-ray 
tube. "Th in F i lm" sample preparation methods and 
pure metal cal ibration techniques wil l bediscussed. 
4:00 (32) A Highly Stable, Dual Anode X-Ray Tube 
for Optimum Broad Range Excitation with Energy 
Dispersive Fluorescence Analyzers 
E. Elad, D. Gedeke, and D. Schlafke, ORTEC, 
Inc., Oak Ridge, Tennessee, 37830. 
Intr insical ly, energy dispersive f luorescence 
analysis can be a broad range analytical technique; 
both in terms of concentrat ion range, and in the 
range of elements wh ich can be simultaneously 
analyzed. Full realization of this potential requires 
an exci tat ion source wh ich meets the fo l lowing 
criteria: 
(1) Efficient simultaneous excitat ion of a broad 
range of elements. 
(2) A lack of interfering characteristic lines. 
(3) Efficient excitat ion of trace element con­
centrations. 
(4) High stability of the X-ray f lux. 
(5) Suff icient f lexibi l i ty to enhance the excita­
t ion for specif ic elements. 
(6) The abi l i ty to qu ick ly change exci tat ion 
condi t ions and take reliable data. 
X-ray tubes hold the best promise for meeting 
these requirements. The paper describes the novel 
design of a dual anode X-ray tube, and its abil ity to 
meet the above cr i ter ia w i th the addi t ion of re­
generative monochromator fi lters. 
The simultaneous excitat ion of a broad range of 
e lements is best achieved by using the brems-
strahlung X-ray cont inuum from an anode material 
w i th a h igh atomic number. In many cases the 
characterist ic lines f rom such an anode interfere 
with the elements to be analyzed in the specimen. A 
convenient solut ion to this interference is provided 
by incorporat ing a second anode of different atomic 
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number wi th in the same tube. Electrostatic deflec­
t ion with a strongly focused electron gun provides 
quick anode select ion. In addi t ion to solving the 
interference problem, a judic ious choice of the two 
anode materials can lead to a greater f lexibi l i ty in 
excit ing specif ic elements. Improved trace element 
excitation is obtained through the use of regenera­
tive monochromator fi lters. Design choices of such 
filters wil l be descr ibed. Opt imum exci tat ion condi ­
t ions for a variety of elements require a wide range of 
operating parameters for the X-ray tube. The de­
scribed dual anode tube operates over such a wide 
dynamic range of currents (1-200/M) and voltages 
(10-50kv). Design criteria for the tube, wh ich differ 
from those of high power X-ray tubes, wi l l be de­
scribed. 
Proper instrument design and operat ion can 
limit medium and long term f luctuat ions to wi th in 
"£ 1 % for sample posit ion variations, and ± 0.25% for 
generator stabil i ty w i th a low power tube. The abil i ty 
of low power tubes to achieve sett l ing t imes of the 
order of 10 seconds wil l be described. 
4:20 (33) Applications of a Dual Anode X-Ray 
Tube to Major And Trace Element Analysis by 
Energy Dispersive X-Ray Fluorescence. 
L S. Albrecht, ORTEC, Inc., Oak Ridge, Tennes­
see, 37830. 
Effective use o f t h e simultaneous mult ielement 
detection capabil i ty of the energy dispersive x-ray 
spectrometer for x-ray f luorescence analysis re­
quires the use of a f lexible method of exci tat ion. A 
low power, dual anode x-ray tube wi th stable emis­
sions overan operat ing range of 200:1 together wi th 
a variety of regenerat ive monochromato r f i l ters 
(RMF) provides the f lexibi l i ty needed for analysis of 
a wide variety of samples. 
The emission spectrum from an x-ray tube is 
c o m p o s e d of a c o n t i n u u m of x - rays (b rems-
strahlung) along wi th the characterist ic lines of the 
anode material. Since the cross section of x-ray pro­
duct ion is greatest when the exci t ing radiation is 
just above the absorpt ion edge energy of the ele­
ments of interest, direct exci tat ion from the x-ray 
tube eff iciently excites a wide range of elements 
simultaneously. Direct excitat ion f rom an x-ray tube 
is typically used for the analysis fo metal alloys 
where the x-rays f rom the elements of interest cover 
the energy range f rom 1 to 20 keV. Direct exci tat ion 
is also used for the simultaneous analysis of ele­
ments f rom sodium th rough iron in geological sam-
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pies. An example is given contrast ing direct excita­
t ion wi th monoenerget ic excitat ion for this applica­
t ion. 
Analysis of the heavier trace elements in many 
types of samples is not possible wi th direct excita­
t ion because the bremsstrahlung f rom the tube is 
scattered by the sample and forms a high back­
ground in the spectrum. Since the cross section for 
x-ray scatter ing is highest for samples containing 
large amounts of low atomic number material, this 
problem is most noticeable for the analysis of l iquid 
samples, biological samples, and geological sam­
ples. In these cases a regenerative monochromator 
f i l ter is used between the x-ray tube and the sample 
to fi lter out the unwanted bremsstrahlung and pro­
vide a low background for the analysis of selected 
elements of interest. Proper selection of RMF mater­
ial, anode material, and tube voltage result in two 
low background regions for trace element analysis, 
thus maintaining the advantage of the energy dis-
perisve spectrometer for mult ielement analysis. Ex-
ampes are given showing appl icat ion of a variety of 
RMF materials to different anode materials. Detec­
t ion l imits and typical analytical results are given for 
samples of interest in industry and environmental 
sciences. 
The use of regenerative monochromator filters 
fo r b a c k g r o u n d r e d u c t i o n and t r ace e lemen t 
analysis is compared wi th other techniques for trace 
element analysis that are currently being studied for 
use wi th the energy dispersive x-ray spectrometer. 
For most types of analysis, the use of regenerative 
monochromator fi l ters is shown to have the same 
detectable l imits as other techniques while giving 
the advantage of more elements detected simul­
taneously. 
Conference Social 
At approx imate ly 5:30, the "B lackhawk Ex­
press" (a double-decker bus) is scheduled to leave 
for the Brown Palace for the Black Forest Inn in 
Blackhawk, Colorado, where the conference dinner 
and a brief award ceremony have been scheduled to 
commence at 7:30. The bus is tentatively scheduled 
to return f rom the Central City area at 10:00 p.m. 
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